
VentSure® Internally Braced 
Premium Turbine

• Promotes effective air movement to 
maximize roof performance

• High performance aluminum construction 
for long-lasting durability

• Sealed and lubricated stainless steel ball 
bearings

• Engineered bracing system for exceptional 
wind protection

• Available in both a 12” and 14”

• Colors:  Mill, W. Grey, Brown & Black

VentSure® Externally Braced 
Premium Turbine

• Promotes effective air movement to 
maximize roof performance

• High performance aluminum construction 
for long-lasting durability

• Sealed and lubricated stainless steel ball 
bearings

• Engineered bracing system for exceptional 
wind protection

• Available in 12”  
• Colors:  Mill, W. Grey, Brown & Black

VentSure® Internally Braced 
Standard Turbine

• Promotes effective air movement to 
maximize roof performance

• Heavy duty galvanized construction
• Easy to install
• Available in 12” in the colors Mill, Black & 

Brown
• Available in 14” in the color Mill

Black Brown Mill
Weathered 

Grey

VentSure
®

 Roof Vents - Turbine Vents
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Model Name Construction Color Material 
Code

Short 
Code

PC/
Carton

Cartons/
PL

Premium 12” Turbine - 
Internally Braced

Aluminum Mill 562393 RVTB11 1 20

Black 562394 RVTB12 1 20

Brown 562395 RVTB13 1 20

Weathered 
Grey

562396 RVTB14 1 20

Premium 12” Turbine - 
Externally Braced

Aluminum Mill 562397 RVTB21 1 16

Black 562398 RVTB22 1 16

Brown 562399 RVTB23 1 16

Weathered 
Grey

562400 RVTB24 1 16

Premium 14” Turbine - 
Internally braced

Aluminum Mill 562401 RVTB31 1 20

Black 562402 RVTB32 1 20

Brown 562403 RVTB33 1 20

Weathered 
Grey

562404 RVTB34 1 20

Standard 12” Turbine - 
Internally braced

Galvanized Mill 562405 RVTB41 1 24

Black 562406 RVTB42 1 24

Brown 562407 RVTB43 1 24

Standard 14” Turbine - 
Internally braced

Galvanized Mill 562408 RVTB51 1 20

ATTIC SIZE 
IN SQ. FT.

TURBINES 
REQUIRED

REQUIRED SQ. IN. 
INTAKE VENTS

Tamano de 

desvan en pies 

cuadrado

Turbinas 

requeridas

Abertura 

recomendada en 

pulgadas cuadro12” 14”

1000 2 2 240

1500 3 2 360

2000 4 3 480

2500 5 4 600

3000 6 5 720

4000 8 6 960


