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For more information on the QuietZone® Acoustic Wall Framing, call 1-866-864-5710.

For more information on other QuietZone® Products (QuietZone® Acoustic Batt & 

QuietZone® acoustic sealant) call 1-800-GET-PINK™, or visit www.owenscorning.com.

Maximum Tributary Width* (ft)

One Floor Only
Member 

Nominal 

Size

Wall 

Height

Member 

Spacing

Floor Load

40LL + 12DL 40LL + 25DL

2x4 8’ 16” o.c. 13 10

24” o.c. 11 9

9’ 16” o.c. 9 7

24” o.c. — —

10’ 16” o.c. — —

24” o.c. — —

2x6 8’ 16” o.c. 30 30

24” o.c. 30 30

9’ 16” o.c. 30 30

24” o.c. 30 28

10’ 16” o.c. 30 24

24” o.c. 26 21

12’ 16” o.c. 16 13

24” o.c. 13 10

Maximum Tributary Width* (ft)

Attic Framing Only
Member 

Nominal 

Size

Wall 

Height

Member 

Spacing

Attic Load

(psf unfactored)

20LL + 10DL

2x4 8’ 16” o.c. 22

24” o.c. 19

9’ 16” o.c. 15

24” o.c. 12

10’ 16” o.c. 10

24” o.c. —

2x6 8’ 16” o.c. 30

24” o.c. 30

9’ 16” o.c. 30

24” o.c. 30

10’ 16” o.c. 30

24” o.c. 30

12’ 16” o.c. 28

24” o.c. 23

Maximum Vertical Load (plf factored)

Interior Walls Only

Wall 

Height

Stud 

Length

2x4 Wall 2x6 Wall

On Center Spacing On-Center Spacing

12” 16” 24” 12” 16” 24”

8’ 925⁄8” 1,055 965 810 3,715 3,715 3,470

9’ 1045⁄8” 735 655 520 3,030 2,875 2,590

10’ 1165⁄8” 515 450 330 2,335 2,190 1,925

12’ 144” — — — 1,315 1,195 980

Table is based upon:

• Type X gypsum wallboard applied to each side 

of the wall

• Interior lateral wall pressure of 5 psf


